
OMFIX® · FURNITURE GRADE · CODE OF-SR

OMFIX® Synthetic Resin Adhesive
Ready to use synthetic resin adhesive for plywood to laminate bonding with moisture resistance and fast

drying.

Product Description

Ready to use, higher coverage, fast drying, high bonding strength. OMFIX synthetic resin adhesive is intended for
wood working and various materials where one of the surfaces to be bonded is porous. OMFIX bonds plywood,
laminate, MDF and all types of boards.

Technical Specification

Property Typical value

Solid content 35% (±2%)

Viscosity (RVT / SP-6 / 20 / 30°C) 200 – 300 Poise

Application Manual

pH value 4 – 6

Free monomer (%) 0.3 max

Coverage (standard conditions) 50 – 55 sq. ft. / kg

Pack size 1 kg, 5 kg, 30 kg, 50 kg

Values are typical and given for guidance; they are not a specification.

Areas of Application

● Plywood to laminate
● Manual pressing
● Other general purposes

Features & Benefits

Product Features

● Excellent compatibility with plywood and lamination
● High strength with long and durable bonding
● Excellent spreadability and high coverage
● Moisture resistant

Product Benefits

● For fixing lamination sheets to ply
● Good for lamination
● Cost saving solution
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Application Method

● Surfaces to be bonded should be free from oil, grease, dust and dirt.
● Surfaces should be dry and properly levelled; roughen them for best results.
● Stir the contents of the container before use.
● Apply an even coat, first on the more porous surface such as plywood, MDF or particle board.
● Do not allow the adhesive to dry. Bring both surfaces into contact with proper alignment and press from one side

using a wet squeezed cloth to avoid bubbles and trapped air.
● Pressure can be given using nails, clamps, weights or masking tape.

Storage & Handling

● Store in the original, tightly closed container in a cool, shaded place. Protect from frost and direct sunlight; a frozen
product may be permanently damaged.

● Stir well before use. If dilution is needed, use only clean, demineralised or R.O. water.
● Wet adhesive can be cleaned off tools and surfaces with water. Dried film needs warm water and scrubbing.

Health & Safety

Read the Material Safety Data Sheet (Doc. No. MSDS/OF-SR) before use. It is available at
www.synergybonding.in/datasheets.

Disclaimer

The information in this document is based on our present knowledge and laboratory tests, and is given in good faith as a guide. Because
conditions of use are beyond our control, users must test the product to confirm its suitability for their own application. No warranty is given or
implied, and this document does not relieve the user of the responsibility to comply with applicable laws and regulations.
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